Qualitdt | Quality | Qualité:

Foris SD

Konstruktion | Construction | Description:

1/10" Getuftete Schlinge, Garngefarbt, Solution Dyed, strukturiert
1/10 Tufted loop pile, yarn dyed, solution dyed, structured
1/10" Bouclé tufté, en écheveaus, fil préteint, structuré

Zusatzeignungen/ Additional properties/ Autres propriétés:

oG

Polnutzschicht | Pile material | Composition de la fibre:
Grundmaterial | Carrier material | Composition du support:

Riicken | Backing | Dossier:

100% PA 6
100% PES

Texback® Contract

Gesamtgewicht | Total weight | Poids total:

Poleinsatzgewicht | Pile weight | Poids de velours:
Polnutzschichtgewicht | Weight of pile material | Poids du velours utile:
Poldicke | Pile thickness | Epaisseur du velours:

Gesamtdicke | Total thickness | Epaisseur totale:

Noppenzahl | Number of tufts | Nombre de points:

ca. 1700 g/m2
ca. 720 g/m2
ca. 410 g/m2
ca. 3.20 mm
ca. 5.80 mm

ca. 1343/dm?2

Trittschallschutz | Impact noise insulation | Isolation acoustique:

Schallabsorptionsgrad | Sound absorption | Absorption phonique:

Wirmedurchlasswiderstand | Thermal resis. | Résist. Thermique:

Brandverhalten | Fire rating | Comportement au feu:

Brandklasse | Fire class | Classement feu:

DIN ENISO 10140 ALw=26dB

DIN EN ISO 354 Hz: 125 250 500 1000 2000 4000
aw: 0,15 as:  -0.03 0.02 0.07 0.17 0.38 0.59

DIN ISO 8302:1991
1/A=<0,15m2 K/W

DIN EN 13501-1

Cfl-s1 unverklebt oder verklebt / unglued or glued / non-collé ou collé

max. Aufladung | max. static resistance | Charge électrique max.:
Durchgangswiderstand | Vertical resistance | Résistance transversale :
Oberflichenwiderstand | Surface resistance | Résistance surfacique :

Wasserechtheit | Water fastness | Comportement a I'eau:
Farbveranderung | Colour-changes | Modification de la couleur:
Lichtechtheit | Light fastness | Comportement a la lumiére:

Reibechtheit | Rubbing fastness | Comportement au frottement:

DIN EN 1815 Bl.2 <2,0KV
DIN ISO/ DIS 10965BL1Rpyy <10°Q
DIN ISO/ DIS 10965BL1R gy <10°Q

DIN EN ISO 105-Eo1
DIN EN ISO 105-Eo1
DIN EN ISO 105-Bo2
DIN EN ISO 105-X12

mind. Note/ N / min.note 5
mind. Note/ N / min.note 5
mind. Note/ N / min.note 6

mind. Note/ N / min.note 5
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Installation recommendation: please refer to the current care and installation recommendation. In the course of constant
www.vorwerk-flooring.com.

Conseils de pose: voir conseils de pose et d'entretien. Nos produits sont
actuelles sous www.vorwerk-moguettes.com.

and product i we reserve the right to adapt our technical details accordingly. Latest data sheets are available at
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